
DoP Number: DoP-h17/0003

Issue: 1.0

1

2

3 Manufacturer: Simpson Strong-Tie Int. Ltd.

www.strongtie.eu

4 N/A

5 System of Assessment: 4

6 Harmonized Standard or European Assessment Document

ITTR Number

ITTR-17/0003

7 Declared Performance:

Common Characteristics

Notes:

8 Appropriate Technical Documentation and/or Specific Technical Documentation N/A

Laurent Versluysen

European Managing Director (Sainte Gemme La Plaine, Fr.) 08/03/2018

 

For local branch addresses refer to 

(2) EN 14566 Clause 4.2

Signed for on behalf of the manufacturer by:

hEN Number Notified Body Number

EN14566:2008+A1:2009 -

Reaction to Fire (Class) (1) Flexural Strength (2)

Declaration of Performance

Authorised Representative:

Unique Identification Code: FSM, GK, GS, GSB, GT, PN, RST, SSP, UGSB, UGTS

Intended Use: For plastered board / metal / drywall / wood structures

The performance of the product/s identified above are in conformity with the set of declared performance/s.

 This declaration of perfromance is issued, in accordance with Regulation (EU) No. 305/2011, under the sole responsibility of the 

manufacturer identified above

A1 Pass

(1) EN 14566 Clause 4.1; EN 13501-1
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